
• *Available in 12 different finishes
• Suitable for doors of 35mm min. thickness
• Easy 3D adjustments with one simple tool
• Fluid 180º opening
• Load capacity 176 lbs. (80 kg.)
• Allow to install claddings or baseboards up to 10mm thick on 

the jamb / wall side
• Manufactured in Zinc to resist oxidation
• Tested for minimum 200,000 opening / closing cycles.
• Manufactured in Italy
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MAIN FEATURES:

- Manufactured in zamak in 12 different finishes
- Suitable for doors of 35 mm min. thickness
- Best reversibility range in class: 

central for doors from 35 to 50 mm thick
- Internal milling up to  10 mm from the edge
- Suitable in case of baseboard 

or claddings till 20 mm
- 3D adjusting system
- Load capacity up to 80 kg 

Invisible adjustable hinges for doors

Patented model Slot measurement

Available in 12 �nishes. Please see the inside cover �ap.

Small drilling depth

Machanism manufactured in zinc-alloy

Galvanized steel covers

Zinc-alloy internal body

Zinc-alloy external body

Photos and drawings to scale 1:2
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For special door sizes and use of door closer devices, please see the technical guidelines

Reversible for doors from 35 mm to 50 mm thick

REVERSIBILITY

Door cross-section

MODEL TECHNOLOGY MATERIAL

DIMENSION 
L x W

MINIMUM DOOR 
THICKNESS

RANGE OF 
REVERSIBILITY

LOAD CAPACITY 
kg / lbs

mm / Inches mm / Inches mm / Inches 2 hinge 3 hinge

1450 Concealed 
Hinge Zinc 130 x 30mm 

5-1/8” x 1-3/16”
35mm 
1-3/8”

35 - 50mm 
1-3/8” - 2”

60 kg 
132 lbs

80 kg 
176 lbs

- 1,5 mm 
+ 2,5 mm

- 3 mm 
+ 3 mm

- 1 mm 
+ 1 mm

*Other finishes available upon request

MAIN FEATURES

Note: Manufacturing tolerance are based on metric dimensions. 
          Fractions are for reference only. 
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MAIN FEATURES:

- Manufactured in zamak in 12 different finishes
- Suitable for doors of 35 mm min. thickness
- Best reversibility range in class: 

central for doors from 35 to 50 mm thick
- Internal milling up to  10 mm from the edge
- Suitable in case of baseboard 

or claddings till 20 mm
- 3D adjusting system
- Load capacity up to 80 kg 

Invisible adjustable hinges for doors

Patented model Slot measurement

Available in 12 �nishes. Please see the inside cover �ap.

Small drilling depth

Machanism manufactured in zinc-alloy

Galvanized steel covers

Zinc-alloy internal body

Zinc-alloy external body

Photos and drawings to scale 1:2
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For special door sizes and use of door closer devices, please see the technical guidelines

Reversible for doors from 35 mm to 50 mm thick

REVERSIBILITY

Door cross-section

Color Item Description

C1450SIL 3D Invisible Hinge 130 x 30 Silver Painted

C1450NK 3D Invisible Hinge 130 x 30 Nickel Plated

C1450BLK 3D Invisible Hinge 130 x 30 Matte Black

C1450SNI 3D Invisible Hinge 130 x 30 Satin Nickel Plated

CLADDING up to 10mm



1450
130mm x 30mm 

5-1/8” x 1-3/16”

Note: Manufacturing tolerance are based on metric dimensions. 
          Fractions are for reference only. 
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MAIN FEATURES:

- Manufactured in zamak in 12 di�erent �nishes
- Suitable for doors of  35 mm min. thickness
- Best reversibility range in class: 
 central for doors from 35 to 50 mm thick
- Internal milling up to 10 mm from the edge
- Suitable in case of  baseboard 
 or claddings till 15,5 mm (see chart aside)
- Suitable for claddings: up to 8 mm
 both on frame and door side
- 3D adjusting system
- Load capacity up to 80 kg 

Invisible adjustable hinges for doors

Patented model Slot measurement

Available in 12 �nishes. Please see the inside cover �ap.

Small drilling depth

Machanism manufactured in zinc-alloy

Galvanized steel covers

Zinc-alloy internal body

Zinc-alloy external body

Photos and drawings to scale 1:2
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For special door sizes and use of  door closer devices, please see the technical guidelines

Reversible for doors from 35 mm to 50 mm thick

REVERSIBILITY 

Door cross-section

SLOT ROUTING
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MAIN FEATURES:

- Manufactured in zamak in 12 di�erent �nishes
- Suitable for doors of  35 mm min. thickness
- Best reversibility range in class: 
 central for doors from 35 to 50 mm thick
- Internal milling up to 10 mm from the edge
- Suitable in case of  baseboard 
 or claddings till 15,5 mm (see chart aside)
- Suitable for claddings: up to 8 mm
 both on frame and door side
- 3D adjusting system
- Load capacity up to 80 kg 

Invisible adjustable hinges for doors

Patented model Slot measurement

Available in 12 �nishes. Please see the inside cover �ap.

Small drilling depth

Machanism manufactured in zinc-alloy

Galvanized steel covers

Zinc-alloy internal body

Zinc-alloy external body
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DOOR WIDTH (mm)

DO
OR

 H
EI

GH
T 

(m
m

)

2 HINGES LOAD CAPACITY CHART

DO
OR

 H
EI

GH
T 

(m
m

)

4 
HI

NG
ES

 S
UG

GE
ST

ED

DOOR WIDTH (mm)

3 HINGES LOAD CAPACITY CHART

For special door sizes and use of  door closer devices, please see the technical guidelines

Reversible for doors from 35 mm to 50 mm thick

REVERSIBILITY 

Door cross-section
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MAIN FEATURES:

- Manufactured in zamak in 12 di�erent �nishes
- Suitable for doors of  35 mm min. thickness
- Best reversibility range in class: 
 central for doors from 35 to 50 mm thick
- Internal milling up to 10 mm from the edge
- Suitable in case of  baseboard 
 or claddings till 15,5 mm (see chart aside)
- Suitable for claddings: up to 8 mm
 both on frame and door side
- 3D adjusting system
- Load capacity up to 80 kg 

Invisible adjustable hinges for doors
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For special door sizes and use of  door closer devices, please see the technical guidelines

Reversible for doors from 35 mm to 50 mm thick

REVERSIBILITY 

Door cross-section
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MAIN FEATURES:

- Manufactured in zamak in 12 di�erent �nishes
- Suitable for doors of  35 mm min. thickness
- Best reversibility range in class: 
 central for doors from 35 to 50 mm thick
- Internal milling up to 10 mm from the edge
- Suitable in case of  baseboard 
 or claddings till 15,5 mm (see chart aside)
- Suitable for claddings: up to 8 mm
 both on frame and door side
- 3D adjusting system
- Load capacity up to 80 kg 
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For special door sizes and use of  door closer devices, please see the technical guidelines

Reversible for doors from 35 mm to 50 mm thick
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MAIN FEATURES:

- Manufactured in zamak in 12 di�erent �nishes
- Suitable for doors of  35 mm min. thickness
- Best reversibility range in class: 
 central for doors from 35 to 50 mm thick
- Internal milling up to 10 mm from the edge
- Suitable in case of  baseboard 
 or claddings till 15,5 mm (see chart aside)
- Suitable for claddings: up to 8 mm
 both on frame and door side
- 3D adjusting system
- Load capacity up to 80 kg 

Invisible adjustable hinges for doors

Patented model Slot measurement

Available in 12 �nishes. Please see the inside cover �ap.

Small drilling depth

Machanism manufactured in zinc-alloy

Galvanized steel covers

Zinc-alloy internal body

Zinc-alloy external body

Photos and drawings to scale 1:2
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For special door sizes and use of  door closer devices, please see the technical guidelines

Reversible for doors from 35 mm to 50 mm thick

REVERSIBILITY 

Door cross-section


